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Name: Charger Meter
Measuring range: DC 75mV/10A
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Name: Battery Test Meter

Name: Conductivity Test Meter

Name: Others Cutomized Meters

Name: Welding Machine Meter
Measuring range: DC 100V/500A
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Name: Water Quality Test Meter
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Name: Others Cutomized Meters

Name: Others Cutomized Meters



Multifunctional Power Quality Analysis Meter
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Class

Summary

Key Type

Function

Contour and installation size

0.2/0.2s

Enhanced meter with recording device and
IPS colorful screen and DUAL Rs485
Touch type 4 keys

Aux Supply:
Self Powered

Basic Parameter:
V/AlHz
W /var/VA
Coso
kWh/ kvarh

Power Quality:
THD/TOHD /TEHD
HRU/HRI
THF/KF/CF
Inter-Harmonics

Unbalance factor
Voltage Swell / Sag
Power cut
Fluctuation and flicker
V / F deviation

Multi-tariff Metering:

4 rates for 12 periods

DUAL Energy Metering:
Supported

FaultRecord:
6600 Events Records

Communication:
RS485 (115.2kbps MAX)
Ethernet (Optional)
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Unit: mm
Front Size Enclosure Size Mounting hole Size
Width (D) | Height (H) | Width (D) | Height (H)| Depth (L) | Width (D) | Height (H)
96 96 90 90 90 92 92

Note: The function description only lists some important functions, not all the functions
of the meter.For more details, please refer to the user’s manual or contact us.




Multifunctional Power Quality Analysis Meter

Class 0.2/0.2s

Summary Enhanced meter with recording device and IPS colorful screen
Key Type Touch type 4 keys

Aux Supply:
Self Powered

Home screen oS P Basic Parameter:
V/A/Hz

W /var/VA
COoso

kWh /kvarh

Power Quality:
THD /TOHD/ TEHD
HRU /HRI
THF/ KF /CF
Function Unbalance factor

H P2 9 2 M E Voltage Swell / Sag

Power cut

Multi-tariff Metering:
4 rates for 12 periods

DUAL Energy Metering:
Supported
Fault Record:
10000 Events Records

Communication:
RS485 x1 (19.2kbps MAX)
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Front size Enclosure size Mounting hole size
Width (D) Height (H) Width (d) | Height (h) | Depth (L) | Width (d1) | Height (h1)
96mm 96mm 90mm 90mm 45mm 92mm 92mm

Note: The function description only lists some important functions, not all the functions
of the meter.For more details, please refer to the user’s manual or contact us.



Multifunctional Power Quality Analysis Meter

Class 0.2/0.2s 0.2/0.2s
S ummary Standard meter with IPS colorful screen Multi-tariff meter with IPS colorful screen
Key Type Touch type 4 keys Touch type 4 keys
Aux Supply: Aux Supply:
Self Powered Self Powered
223858 @ra)
Basic Parameter: Basic Parameter:
V/A/Hz V/AlHz
W /var/VA W /var/VA
COS® COS®d
kWh / kvarh kWh / kvarh
Power Quality: Power Quality:
THD /TOHD/ TEHD THD/TOHD /TEHD
HRU / HRI HRU/HRI
Function THF/KF / CF THF/ KF/CF
H P2928+S F Unbalance factor Unbalance factor
Multi-tariff Metering: Multi-tariff Metering:
None 4 rates for 12 periods
DUAL Energy Metering: DUAL Energy Metering:
None Optional
Fault Record: FaultRecord:
None None
Communication: Communication:
RS485 x1 (19.2kbps MAX) RS485 x1 (19.2kbps MAX)

Contour and installation size
' I 7////“/71////&’/////// /';
/
/
" h h1 /
_ . d1 Y
//
SEORGRE. Y . ! x ;/
v b— Iy,
D —— L —
Front size Enclosure size Mounting_ hole size
Width (D) Height (H) Width (d) | Height (h) | Depth (L) | Width (d1) | Height (h1)
96mm 96mm 90mm 90mm 45mm 92mm 92mm

Note: The function description only lists some important functions, not all the functions
of the meter.For more details, please refer to the user’s manual or contact us.
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Multifunctional Power Quality Analysis Meter

Class 0.2/0.2s
Summary Standard meter with VA LCD screen
Key Type Touch type 4 keys

Aux Supply:

Self Powered

Basic Parameter:
V/A/Hz
W /var/VA
COoso
kWh/ kvarh

Power Quality:

THD

Function
H P 2 9 2 H Multi-tariff Metering:

None

DUAL Energy Metering:
None
Fault Record:
None
Communication:

RS485 x1 (19.2kbps MAX)

Contour and installation size
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Front size Enclosure size Mounting_ hole size
Width (D) Height (H) Width (d) | Height (h) | Depth (L) | Width (d1) | Height (h1)

96mm 96mm 90mm 90mm 45mm 92mm 92mm

Note: The function description only lists some important functions, not all the functions
of the meter.For more details, please refer to the user’s manual or contact us.



Multifunctional Power Quality Analysis Meter
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HP292C User's Manual

Class
Summary
Key Type

Function

Contour and installation size

0.2/0.2s
Economical meter with LED screen

3 keys

Aux Supply:
»AC/DC85~264V

Basic Parameter:
»V/A/Hz

»W /var/VA
»COS®

»kWh / kvarh

Power Quality:

»THD

Multi-tariff Metering:

»*None

DUAL Energy Metering:
» Optional

Fault Record:
»None

Communication:

»RS485 x1 (19.2kbps MAX)
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Front size Enclosure size Mounting hole size
Width (D) Height (H) Width (d) Height (h) | Depth (L) Width (d1) Height (h1)
96mm 96mm 90mm 90mm 39mm 91mm 91mm

Note: The function description only lists some important functions, not all the functions
of the meter.For more details, please refer to the user’s manual or contact us.




HS CGROUP

HP16 Series Small-size Universal Digital Display Meter

It's a small size digital display meter, which is mainly used to real-time measure
the AC voltage, DC voltage, AC current and DC current of the electric circuit.

It adopts the LED or LCD figure direct reading mode to display. It is widely
applied in the stabilizer, check machine, or other electric devices or systems
which have a certain limit for the meter size. It has the characteristics of small
size, light weight, simple structure, convenientinstallation, and so on. It's an
ideal substitute of analog meter.In addition, this meter is very suitable to equip
with sensor which has linear power signal output and transmitter, then to
display the electric quantity value or non-electric quantity value of primary loop
of transmitter or sensor.
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2. Model & Specification & Selection Table

Measuring | Display Accg;acy Aux. Power | Contour Size| Mounting Hole

Input

Range

Measure

HP164U-T1 ACvoltmeter AC80~400V  80~400V +2V none
HP165U-T1 DCvoltmeter DCO0~500V  0~500V  +0.5%FS so&V0Co: 7940424 76x40 e e
HP1641-T1 ACammeter ~ AC*/5A 0~9999  $0.5%FS  SpRVpeinet  (W*H'L) (W*H)  color LED display
HP165I-T1  DC ammeter DC5Aor75mV  0~9999  #0.5%FS  S9nalineut
HP164U-T2 ACvoltmeter AC80~400v  80~400V +2V none Openshell
HP165U-T2 DCvoltmeter ~ DCO~500V ~ 0~500V  0.5%FS ACE-2V.DCO.  79x42x24 76x40 iyt
HP164I-T2 ACammeter  AC*/5A 0~999  0.5%FS  swpbywilnot — (W*H*L) (W*H)  (orblue color)
solate from the LED display
HP165]-T2 DC ammeter DC5Aor75mV ~ 0~999 +0.5%F S EEILEE
AC100~300V Open shell,
ACvoIImeter ACO~50A  100-300V . 1o o 79x42x24 76x40 three-gigit
HP164UI-T2Y ; i on 0~50.0A ot none ( W*H*L) (W*H ) b
h fr I lue backlight
AC ammeter (uth e ialeon LD Gapia
HP164U-T3 ACvoltmeter AC80~400V  80~400V +2V none Openshell
HP165U-T3 DCvoltmeter ~ DCO~500V ~ 0~500V  +0.5%FS gCS-8%D0CSV  70x42x20 66x40 Ryge dlol
HP1641-T3 ACammeter ~ AC*/5A 0~999  $0.5%FS  Suelvwilnot - (W*H*L) (W*H) {otbhelcdon)
HP1651-T3 DC ammeter DC5Aor75mV  0~999  +0.5%FS  signalinput
AC100~300V
AC voltmeter ~
HP164UI-T3 + Ac0-50A 100°308V  +1.0%Fs Open shell
AC ammeter (with free installation B pen shell,
type mutual inductor) 70x42x20 66x40 tﬁwmc?f" it
ree-
none (W*HL) (W*H ) Llraegldc:iolglr
HP164UF-T3 "C VOLmeter e ARl AR e
Hz meter s o
HP164U-T4 AC voltmeter AC80~400V  80~400V 2V Open shell,
48x29x22 46x27 three-digit
none W*H*L W*H red color
( ) ( ) LED display
HP165U-T4 DCvoltmeter ~ DC5~30V  5.0~30.0V  #0.3V
o] hell,
e TeAui s DCvoIthmeter DC5~30V 5.0~30.0V +1.0%FS o 48x29x22 46x27 thpreg?a-sdligit
- = 2 - * |y * * red color
DG ammeter DCO-75MA  00~999A (W*H*L) (W*H) Aot

Note: if the user needs any special model which has been listed in the above table, please contact with the manufacturer. For this series
meters, there is no security isolation between the measuring input and power supply end. The user should pay attention to this when sing.

3. Basic Parameter

Aux. Power
Supply | |

AC/DC |:[

- %

Aux. Power|
Supply
AC/DC

J

WPUT 6-9V POWER NPT
e ) J 6-9v — )
r:ooao: K [ XXX~ v 1000 0
T i i I = i —
Li+) L + —
N{t] ¢ N - $

Typical Connection of AC Voltmter and DC Voltmeter {passive)

Typical Connection of AC Ampere Meter

Typical Connection of DC Ampere Meter
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HP164Z-T5, T6z Series Generator Digital Display Meter

It's a small size digital display meter, which is mainly used to install on the fixed or moveable
generator set to real-time measure the AC voltage and frequency of output circuit, and it adopts
Syt DISpiny. aro_s the LED figure direct reading mode to display. At the same time, it can provide the functions
such as the running time of generator, generaotr oil trouble indication and forced flameout.

It adopts the epoxy resin sealing and filling process to produce, and it can meet the generator
requirements of waterproof, dampproof, shock-proof, and safety protection.

Function features:

% Itcan measure the output circuit voltage and frequency at the same time, and toggle display
by panel keyboard

% Ithas the function of accumulated running time statistics of generator, and the data will notbe

HP164Z-T5 4-in-1 meter lost when power off or instable voltage

% It can support the low oil level fault light alarm (only for 4-in-1 meter)

% Itcan control the ignition plug to realize the forced flameout protection when oil fault (only for
4-in-1 meter)

% Itadopts the no auxiliary power supply design mode, when input the voltage signal, the meter
will start normal working

% The circuit board adopts the epoxy resin glue to seal, which makes it safe and reliable

% Itselects and uses the specialized connectors to reduce the error probability of connection

2. Model & Specification & Selection Table
m
\ vV

HP164Z-T6 v/
3-in-1 meter

oA Digital Display DP 03

HP164Z-T5
4-in-1 meter v 4 4 v v

HP164Z-T6 3-in-1 meter 3 . Basic Parameter

Measuring range of voltage: AC 90V~300V

Measuring range of frequency: 45.00~65.00Hz

Measuring accuracy of voltage: £1.0%

Measuring accuracy of frequency: +0.2 Hz

Resolving ability: for voltage is 1V; for frequency is 0.1Hz

Power consumption of meter: <3W

Cumulative running time: maximum 9999 hours, resolving ability is 0.1h, data will be not lost
when power off

Working environment: temperature is -10~+50°C, humidity <85% RH, without any corrosive gas
Safety withstand voltage: between the measuring input terminal and the control terminal, or
between the measuring input terminal and the shell, they can pass the AC 2kV withstand voltage
testing

4. Terminal Layout and Connection(mm)

L D D 2 B B B b o

?
5 Ql p:
! L]
Dimension of HP164Z-T5 4-in-1 meter Dimension of HP164Z-T6 3-in-1 meter
5. Typical Connection
L
N ¢ : ®
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To connect with Fuel Level Sensors Q G O
To connect with ignition coil O
Ground connection (shell ) . ‘/

Connection of HP164Z-T5 4-in-1 meter Connection of HP164Z-T6 3-in-1 meter

























































